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DESCRIPTION

With multiple mounting options, the 
ARLO series is the crowning glory of 
any outdoor landscape or streetscape.  
The ARLO offers a uniform ambient 
light that increases visibility for 
pedestrians whilst maintaining a 
contemporary architectural design,  
With ten different optic len’s and 
an effiency of 150lm/w the ARLO 
is perfect for your aesthetically 
demanding spaces.

KEY FEATURES

•	 Architectural design.
•	 10 different optic len’s.
•	 AkzoNobel powder coated with 

strong anti-corrosion resistance.
•	 NEMA socket outlet option 

available
•	 Tool-less maintenance
•	 Replaceable parts.

APPLICATIONS

•	 Residential gardens
•	 Open outdoor spaces
•	 Car parks
•	 Walkways
•	 Courtyards

ELECTRICAL INFORMATION
Model No. LXPT

Power Consumption (±5%) 30W 50W 60W 75W

Power Supply MOSO

Input Voltage 100-240 Vac, 50 / 60 Hz

Power Factor >0.94

Surge Protection 4kV line-line,6kV line-earth

Driver Type Constant current (CC)

Control
Dimmable / Photocell/ DALI dimmable/ZHAGA/ Micro-
wave sensor/ PIR sensor

OPTIC INFORMATION
LED Type LED 3030

Luminous Flux (±10%) 4500lm 7200lm 8700lm 11100lm

Efficacy(5000K Ra80) 150lm/W

Correlated Colour Temperature 4000K (3000K, 5000K optional)

Colour Rendering Index Ra70 (Ra80 optional)

Beam Angle 43X143° 80 X 148° 60 X 126° 70 X 155°

UGR level N/A

DIMENSIONS AND MOUNT
Product Dimension φ400 x 510mm

Luminaire Net Weight 6.8±0.3kg

Export Carton Size 510x510x645mm

Gross Weight 9.4kg±0.3kg

Mounting Option
Single strut mounting,Twin strut mounting,Straight-arm mounting,-
Suspension mounting

Gooseneck mounting,Post top mounting,Side entry mounting

Material
aluminium alloy

Tempered glass+polycarbonate optical lens

Finish Powder coating

Fixture Colour Black(RAL9005)

EPA 0.11m²/1.15ft²

IK Rating IK08

IP Rating IP66

LIFESPAN AND WARRANTY
Operating Temperature -30°C to + 50°C

Life Time of LED @Ta=25°C
43000hrs-L90
89000hrs-L80
142000hrs-L70

Warranty 5 Years

NEW FEATURES
3 CCT Available
Power selectable, available for 30%, 50%, 75% and 100%.

* Please consult us for details.
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BEAM ANGLE 

60 X 126°43X143° 80 X 148° 70 X 155°

Product Code List

Mounting Option Min.Power Product Dimension NW (± 0.3kg ) GW (± 0.3kg ) Export Carton
Size(mm)

Light Curve Efficacy
(4000K Ra70±10%)

Single strut 
mounting

531(20.91”)
xφ400(15.75”)

6.8 9.4 510x510x645

140lm/W

Twin strut
mounting

509.7(20.07”)
xφ400(15.75”) 130lm/W

Straight-arm
mounting

547.5(21.56”)
xφ400(15.75”)

6.5 7.8

510x510x645 150lm/W

Post top
mounting

485(19.09”)
xφ400(15.75”)

Side entry
mounting

585(23.03”)
xφ400(15.75”)

Suspention 
mounting

263.2(10.36”)
xφ400(15.75”)

Gooseneck 
mounting

141.7(5.58”)
xφ400(15.75”) 5.8 7.2

PHOTOMETRY
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Dimensions

Single strut mounting

Gooseneck mounting Post top mounting

Side entry mounting

Suspention mounting

Twin strut mounting Straight-arm mounting
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ACCESSORIES

NEMA Socket
ANSI C136.41-2013 dimming 
receptacles

Shorting Cap
PC materials , UL773 standard 

Single strut
ADC12 materials with outdoor 
powder coating.

Slip fitter bracket

Suspention bracket

ADC12 materials with 
outdoor powder coating. for 
dia.60mm pole. Compatible 
with heat sink A.

SPCC materials with outdoor 
powder coating. Compatible with 
heat sink B.

Photocell Controller
ANSI C136.10-1996 twistlock for
On-Off function only

Single strut
ADC12 materials with outdoor 
powder coating.

Straight-arm bracket
ADC12 materials with outdoor 
powder coating. for dia.60mm 
pole, for 74mm square pole. 
Compatible with heat sink A.

Gooseneck bracket
ADC12 materials with outdoor 
powder coating. for dia.60mm 
pole. Compatible with heat sink A.
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PRODUCT ORDERING CODES (ARLO)

SERIES POWER CCT (K) OPTICS CONTROL EMERGENCY MOUNT ACCESSORY FINISH

LXPT 30w 3 43X143° DA (DALI) S (SINGLE STRUT) B (BLACK)

75w 4 60X126° D (DIMMING 01-10v) T (TWIN STRUT)

5 70X155° PC (PHOTOCELL) SA (STRAIGHT 
ARM)

80X148° P (PIR SENSOR) SP(SUSPENSION)

150X150° M (MICROWAVE SENSOR) G (GOOSENECK)

P (POST TOP)

SE (SIDE ENTRY)

Example ordering code for 30w, 4k, 150°X150°, dali, post top, black
PRODUCT CODE:  LXPT304150150DAPB
PRODUCT NAME:  ARLO


